Hollow PbWO₄ Nanospindles via a Facile Sonochemical Route

Jun Geng,†‡ Jun-Jie Zhu,* †‡ Du-Juan Lu,† and Hong-Yuan Chen †

Department of Chemistry, Key Laboratory of Analytical Chemistry for Life Science, Nanjing University, Nanjing 210093, P. R. China, and Department of Chemistry, Jiangsu Institute of Education, Nanjing 210013, P. R. China

Received May 20, 2006

Novel nanosized lead tungstate (PbWO₄) hollow spindles were successfully synthesized, for the first time, via a Pluronic P123- (EO₂₀PO₇₀EO₂₀) assisted sonochemical process. The triblock copolymer acted as a structure-directing agent and played a key role in the formation of the hollow spindles. An in situ micelle templating mechanism has been proposed for the possible formation mechanism of the hollow nanostructure. The optical properties of the final products were investigated. It is exciting that the as-prepared PbWO₄ hollow structure shows extraordinarily high-room temperature photoluminescence intensity compared to the solid structures.

Introduction

The development of nano- or micromaterials with size- and shape-controlled morphologies may open new opportunities in exploring material chemical and physical properties. Hollow structures have attracted great attention due to their widespread potential applications in catalysis, drug delivery, lightweight filler, acoustic insulation, photonic crystals, and so on.

Among the many synthetic routes to inorganic hollow structures, template-directed synthesis, with hard templates,1–3 polycrystalline shells consisting of primary particles,13 recently, some anisotropic hollow inorganic nanostructures with the regular morphologies have been prepared through different synthetic strategies. Examples include octahedral SnO₂,14 hexagon-based drums of ZnO,15 octahedral Cu₂O nanocages,16 18-facet polyhedral Cu₃S₄ hollow nanocages,17 etc.

As an inorganic scintillating crystal, lead tungstate (PbWO₄) is a promising material with potential applications in high-energy physics. Compared to other well-known scintillators, PbWO₄ is most attractive for its high density (8.3 g/cm³), short decay time (less than 10 ns for a large part of light output), high-irradiation damage resistance (10⁷ rad for undoped and 10⁸ rad for La-doped PbWO₄), interesting excitonic luminescence, thermoluminescence, and stimulated Raman scattering behavior.18,19 PbWO₄ single crystals have usually been grown from the melt using the Czochralski20 method.1

---

† To whom correspondence should be addressed. E-mail: jjzh@nenu.nju.edu.cn. Phone and fax: +86-25-83594976.
‡ Jiangsu Institute of Education.
† Nanjing University, Nanjing 210093, P. R. China.
* To whom correspondence should be addressed. E-mail: jjzhu@nenu.nju.edu.cn. Phone and fax: +86-25-83594976.
and Bridgeman\textsuperscript{24} methods. Many recent efforts have been devoted to the shape-controlled synthesis of PbWO\(_4\) micro- and nanocrystals. Various morphologies, including particles, rods, spheres, spindles, dendrites, and 18-facet polyhedrons, have been achieved by wet chemical methods.\textsuperscript{22–27}

Since single-crystalline PbWO\(_4\) nanostructures with tailored architectures are expected to show novel properties, it is desirable to fabricate nanophase PbWO\(_4\) with modulated hollow morphologies to enhance their special performance. In this paper, we report the first synthesis of single-crystalline PbWO\(_4\) hollow spindles by using P123 (EO\(_{20}\)PO\(_{70}\)EO\(_{20}\)) as a structure-directing agent via a facile sonochemical route. It is exciting that the as-prepared PbWO\(_4\) hollow structure shows extraordinarily intense room-temperature photoluminescence compared to the solid structures.

**Experimental Section**

**Materials.** All the reagents used were of analytical purity and used without further purification. The Pluronic amphiphilic triblock copolymer P123 (EO\(_{20}\)PO\(_{70}\)EO\(_{20}\), \(M_w \approx 5800\)) was obtained from Aldrich. Pb(CH\(_3\)COO)\(_2\)-3H\(_2\)O, Na\(_2\)WO\(_4\)-2H\(_2\)O, and absolute ethanol were purchased from Shanghai Second Chemical Reagent Factory (Shanghai, China).

**Synthesis.** In a typical procedure, the aqueous solution of Pb-(CH\(_3\)COO)\(_2\)-3H\(_2\)O (1 mL, 0.5 M) was mixed with P123 solution (4 g L\(^{-1}\), 50 mL) to give a clear and homogeneous solution. The mixture was then exposed to high-intensity ultrasound irradiation under ambient air. Another 1 mL of Na\(_2\)WO\(_4\) (0.5 M) aqueous solution was introduced into the above mixture under ultrasound treatment. Ultrasound irradiation was accomplished with a high-intensity ultrasonic probe (Xinzhi. Co., China, JY92-2D, 0.6 cm diameter; Ti-horn, 20 kHz, 60 W/cm\(^2\)) immersed directly in the reaction solution, and the total reaction time lasted for 30 min. In the postreaction treatment, the white precipitate was centrifuged at 9000 rpm once with the mother liquid, to separate the powder from the liquid. It was then washed a few times with distilled water and absolute ethanol in sequence and centrifuged at 9000 rpm. The product was finally dried in air.

**Characterization.** The X-ray powder diffraction (XRD) analysis was performed on a Philips X’pert X-ray diffractometer at a scanning rate of 4°/min in the 20 range from 10 to 80°, with graphite-monochromatized Cu K\(_\alpha\) radiation (\(\lambda = 0.154 18\) nm). Field-emission scanning electron micrographs (FE-SEM) were taken on a LEO-1530VP field-emission scanning electron microscope.

Experimental of the Final Products. Figure 1 shows the XRD pattern of the as-prepared PbWO\(_4\) sample. All the diffraction peaks can be indexed to a pure tetragonal stolzite structure with cell parameters \(a = 5.46\) and \(c = 12.04\) Å, which are in good agreement with the literature values (JCPDS Card No. 08-0476). Figure 2a shows a typical SEM image of the as-prepared PbWO\(_4\) nanocrystals. It is clearly demonstrated that the majority of the crystals have a uniform spindelike shape with diameter of 350 ± 50 nm at the center and length of about 900 ± 100 nm. A few partly broken hollow spindles can be clearly observed. Figure 2b shows the high-magnification SEM images of several broken hollow spindles viewed from different angles. The morphology and microstructure of the as-synthesized PbWO\(_4\) crystals were further studied by TEM and HRTEM. As shown in Figure 2c, a strong contrast difference between the edges (dark) and centers (bright) indicates hollow interiors with a wall thickness of about 50 nm. The SAED pattern of the as-prepared PbWO\(_4\) sample shows that the PbWO\(_4\) hollow structures are single crystals (inset of Figure 2d). HRTEM images provide further insight into their structures. The HRTEM image recorded on the tip of a spindle (Figure 2e) shows well-defined lattice fringes with interplanar spacing of 0.32 nm for the (112) faces of tetragonal PbWO\(_4\), indicating the high crystallinity of the product. The HRTEM image obtained on the shell of a spindle (Figure 2f) indicates clear interplanar spacings of 0.32 and 0.60 nm, corresponding to the (112) and (002) crystal faces, respectively. The results of HRTEM and SAED show that the product is high-quality single crystal and the
The product obtained at a lower polymer concentration, synthesized at varied polymer concentrations for comparison, has a great effect on the formation of hollow PbWO₄ obtained (Figure 3a). PbWO₄ crystals have also been synthesized unchanged, only product with irregular shape was obtained (Figure 3d). When the experiment was carried out without the P123 copolymer, while keeping other experimental conditions unchanged, only product with irregular shape was obtained (Figure 3a). PbWO₄ crystals have also been synthesized at varied polymer concentrations for comparison. The product obtained at a lower polymer concentration, namely, 2 g·L⁻¹, is composed of a spindlelike solid structure (Figure 3b). As the polymer concentration was increased to 3 g·L⁻¹, the product exhibited loose spindles, which showed many inner pores on the surfaces with sizes less than 10 nm (Figure 3c). Increasing the polymer concentration to 4 g·L⁻¹ resulted in the formation of the hollow PbWO₄ nanospindles shown in Figure 2. If the polymer concentration was further increased to 5 g·L⁻¹, the product was a mixture of PbWO₄ larger hollow spindles and some solid particles (Figure 3d).

The experimental results indicated that the triblock copolymer played a key role in the formation of PbWO₄ hollow structure. P123 possesses a long PPO segment and two medium-length PEO blocks and has a relatively high molecular weight (Mₘₐₓ = 5800). Such a combination favors the formation of micelles, which have dehydrated PPO blocks in their cores and coronas of hydrated PEO segments at the micellar surface, when the polymer concentration exceeds the critical micelle concentration (cmc). The increased cavity formation by bringing several polymers closer together, which leads to the formation of large P123 aggregates or clusters of P123 micelles in the solution. Because the size of the obtained PbWO₄ hollow interiors (several hundred of nanometers) was much bigger than that of single P123 micelles in solution (tens of nanometers), it appears that the hollow spindles were formed not by directly templating the original P123 micelles but by templating dynamic templates such as larger P123 aggregates formed during the precipitation process due to the interaction between the polymer and various inorganic species.

When the concentration of P123 is below the critical micelle concentration (2 g·L⁻¹, 20 °C), the copolymer chains exist as single chains and might only work as a capping reagent. The preferential adsorption mechanism is predominant leading to the formation of solid spindles. When the P123 concentration is higher than the cmc, the core-shell micelles form and the template mechanism is dominant. With different concentrations of P123, the micelle shape would also change and subsequently leads to the formation...
of crystals with different morphologies. It was expected that when P123 concentration was increased from 2 to 4 g L\(^{-1}\), the probability for the formation of large P123 aggregates would increase, leading to the transition of the PbWO\(_4\) products from solid spindles through loose spindles to hollow spindles. However, when the P123 concentration was increased to 5 g L\(^{-1}\), in addition to the formation of larger hollow spindles, some small PbWO\(_4\) solid particles would also appear (Figure 3d) as the result of excessive adsorption of P123 on the surfaces of PbWO\(_4\) nuclei preventing their further growth. In short, the complex micellar aggregates formed by P123 and lead acetate acted as temporary soft templates for the formation of the hollow PbWO\(_4\) spindles. This micellar templating formation process is somewhat similar to that of PbTe nanobox\(^{36}\) and inorganic hollow spheres.\(^{37–39}\)

**Effect of Ultrasound Irradiation and Possible Growth Mechanism.** It has been well established that the ultrasonic irradiation introduces a variety of physical and chemical effects deriving from acoustic cavitation.\(^{40}\) Such cavitation behavior, i.e., the formation, growth, and implosive collapse of bubbles, has been used extensively to generate novel materials with unusual properties. And also, the ultrasonic irradiation method is an effective method to induce emulsification and the formation of vesicles in the liquid—liquid heterogeneous system as widely found in studies.\(^{41}\) Here, ultrasound irradiation also played an important role and is found to be necessary to the synthesis of hollow structure. Comparative experiments under vigorous electric stirring instead of ultrasound treatment only obtained solid spindles (see Supporting Information, Figure S1). So the ultrasound wave might urge the initial self-aggregation of P123 molecules to form different sized micellar aggregates directly determining the texture of the spindles, as have been similarly reported in some literature.\(^{37–38,42}\) Gedanken’s group has established sonochemical route to produce some tubular assemblies and a variety of mesoporous oxide materials.\(^{43}\)

The advantage of the application of ultrasound irradiation to the synthesis of mesoporous materials is the significant reduction in fabrication time and the possibility to induce the aggregation of nanoparticles without destroying the micellar structure.\(^{44}\) In the present case, the role of sonication is not only to accelerate the reaction between the raw materials but also to lead to the growth and crystallization of PbWO\(_4\) due to the extreme conditions.\(^{45}\) Ultrasound appears to be particularly effective as a means of inducing nucleation and may influence crystallization through the mechanisms of cavitation and acoustic streaming,\(^{46}\) which is responsible for the formation of final single-crystalline PbWO\(_4\) product.\(^{47,48}\)

In this case, the sonication time of 30 min is necessary for the formation of final hollow spindles. We have also carried out experiments by prolonging the sonication time. It was observed that the dimensions of PbWO\(_4\) nanospindles increased gradually with the prolongation of sonication time to 1 h and the morphology became less uniform (see Supporting Information, Figure S2a). With the increasing sonication time to 2 h, the surface of the initial hollow spindles became coarse and some of the spindles fell to irregular small pieces (see Supporting Information, Figure S2b). This may be related to the surface corrosion and fragmentation of solids in the presence of high-intensity ultrasound irradiation. For brittle materials, especially layered inorganic sulfides and oxides, interparticle collisions can induce fragmentation.\(^{40b}\)

On the basis of the experimental results, a possible formation mechanism is proposed in Figure 4. PbWO\(_4\) hollow spindles can be formed by templating the P123 micellar aggregates induced by the ultrasonic irradiation. The so-formed micellar aggregates are metastable and characterized by active ligands on the surface, which act as temporary templates during the formation of hollow structure. Pb\(^{2+}\) ions in the solution are easily attracted on the micellar surfaces by forming Pb\(^{2+}\)(PEO—PPO—PEO) units. Thus, the Pb\(^{2+}\) ion-covered micelles can be formed, which provide nucleation domains for the subsequent reaction between Pb\(^{2+}\) and...

---

WO$_4^{2-}$ to form PbWO$_4$ nanoparticles. With the reaction proceeding, the formed PbWO$_4$ nanoparticles undergo mineralization to form a relatively compact PbWO$_4$ layer on the surface of the micellar aggregates. The micellar templates can be successfully extracted by the washing process without destroying the spindle structures. This method might also be of potential to synthesize other hollow nanostructured functional materials by reacting with appropriate compounds.

**Raman Spectra.** The optical properties of the as-prepared products were also studied. The Raman spectrum of the stolzite hollow structure (Figure 5) shows six bands in the range of 100–1000 cm$^{-1}$. The peaks located at 903.5, 765.9, 749.3, 353.9, and 326.5 cm$^{-1}$ correspond to the vibration modes $\nu_1(A_g)$, $\nu_3(B_g)$, $\nu_2(E_g)$, $\nu_2(B_g)$, and $\nu_2(A_g)$, respectively, which are consistent with those reported previously. 49,50 The peak at 175.2 cm$^{-1}$ was not assigned by Ross, 50 but Griffith, Yu, and our research team have observed a similar peak in synthetic stolzite samples22,25,51 and this peak could be assigned as the translational mode of the WO$_4$ group analogous to that for CdMoO$_4$. 49

**Photoluminescence Properties.** Figure 6a shows the room-temperature photoluminescence spectrum of the hollow nanostructure using the excitation line at 300 nm. The spectrum shows that the sample has a typical blue emission peak at about 450 nm. It is interesting that the PL intensity of the hollow structure is much higher than that of loose and solid spindle structures (as shown in Figure 6b,c) prepared under different P123 concentrations (2 and 3 g·L$^{-1}$, respectively). And the blue emission peak of the hollow structure differs from the typical green one obtained from the solid spindles (peak at about 500 nm). 52 These results indicate that luminescence properties of PbWO$_4$ are very sensitive for its structure and strongly dependent on structural defects. These hollow crystals are expected to exhibit high light-collection efficiency and enhanced luminescence performance due to their hollow structures and large internal surface area at their interior. 53 The greatly enhanced luminescence performance observed in the hollow nanostructure is exciting and may have significant technological applications in the inorganic scintillating field.

**Conclusion.** In summary, the PbWO$_4$ hollow structure has been successfully synthesized by using P123 as soft template via a facile sonochemical route. The experimental results showed that surfactant P123 and ultrasound irradiation played key roles in the formation of hollow spindles. The as-prepared hollow PbWO$_4$ structure is highly crystalline single crystal and exhibits blue emission with excitingly high intensity. This unique hollow PbWO$_4$ structure may be a promising candidate for both fundamental research and functional applications.

**Acknowledgment.** This work is supported by the National Natural Science Foundation of China (Grant Nos. 20325516, 90206037, and 20521503). We thank Professor Guobing Ma for his skillful measurement on SEM and Professor Yinong Lv for his skillful measurement on HRTEM.

**Supporting Information Available:** Comparative experimental results under vigorous electric stirring, effect of sonication time and concentrations of Pb(CH$_3$COO)$_2$ and Na$_3$WO$_4$ on the final products. This material is available free of charge via the Internet at http://pubs.acs.org.